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fiir Netzeingang : el
Kombimodul bestehend aus IEC-Kaltgerate- mit Schalter | ohne Schalter
steckdose, nach IEC 60 320 und IEC 60 950 mit 3687.709 3687.710
Netzstorfilter und 5 x 20 mm G-Sicherungshalter. anealt)({Spannung 250V AC 250V AC
Technische Daten: Leckstrom 2x0,32 mA 3 500 pA
Metallgeh&use fur Schraubmontage Max. Strom 6A 6A
Netzeingang: tber |EC Kaltgeratesteckdose Montageltcher 40 mm 36 mm
Netzausgang: Uber 3 FASTON-Kontakte Einbautiefe 90 mm 56 mm
(L.N,PE, 6,3x0,8) Ausschnitt 60x29mm | 339 x 29 mm
Ausfthrungen mit oder ohne Schalter VDE,
Temperaturbereich: — 25°C bis + 85°C Zulassungen SEMKO, SEV, VDE
UL, CSA

I

max. R2.5
For mains input - . (R No.' -
Combination module consisting of an IEC with switch without switch
socket to |IEC 60 320 and IEC 60 950 with line 3687.709 3687.710
filter and 5 x 20 mm G fuse holder. Mains voltage max. 250 VAC 280V AC
Technical specifications: Leakage current 2x0.32 mA A 500 pA
Metal enclosure for screw mounting Max. current 6A 6A
Mains input: via IEC socket Mounting holes 40 mm 36 mm
Mains output: via 3 FASTON contacts Installation depth 90 mm 56 mm
(L.N, PE,6.3x0.8) Cut-out 60 x 29 mm 33,9 x 29 mm
Variants available with or without switch VOE,
Temperature range: -25°C to +85°C Approvals SEMKO, SEV, VDE

UL, CSA

max. R2.5




